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EXISTING BITUMINOUS PAVEMENT (7.6"-8.0")

EXISTING SUB-BASE GRANULAR MATERIAL (7.6-8.0")

EXISTING P.C.C. SIDEWALK, 5"

EXISTING TURF AREA

EXISTING AGGREGATE SHOULDERS

PROP. SUB-BASE GRANULAR MATERIAL, TYPE B, 6"

PROP. BITUMINOUS BASE COURSE, 8", SUPERPAVE

PROP. BITUMINOUS CONCRETE BINDER COURSE,

SUPERPAVE IL-19, N50, 2V/4"

PROP. BITUMINOUS CONCRETE SURFACE COURSE,

SUPERPAVE, MIX “C”, N50, 15"

PROP. AGGREGATE SHOULDERS, TYPE B

PROP. TOPSOIL FURNISH AND PLACE, 4 WITH PROP. SEEDING,

CLASS 2A AND EROSION CONTROL BLANKET

BITUMINOUS MATERIAL (PRIME COAT)
* P.C.C. SIDEWALK ENDS AT STA. 32+35.76.
»+ PAINTED MEDIAN ENDS AT STA, 32+05. TWO 10’

TRAVEL LANES ACROSS EXISTING BOX CUL'<RT
BETWEEN STA. 31+64.5 AND STA. 54+38.

+«x HORIZONTAL CURVE WITH SUPERELEVATION RATE
OF 1.5% AND SUPERELEVATION RUNOFF LENGTH CF
50 FT BETWEEN STA. 52+87 AND STA. 54+38.

m REMOVAL ITEMS

| I TOTAL | SHEET
€, SECTION | COUNTY  ISHEETS "NO.
04-00037-00-WR | WILL 92 5 ]
TO STA.

ASSOCIATES, INCS
ENGINEERS

NmEEIISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION
FAU 3753
SAUK TRAIL

EXISTING AND PROPOSED TYPICAL SECTIONS

VERT.
SCALE: HORIZ. NTS DRAWN BY JBH
DATE  05/04/2006 CHECKED BY JRM




